Type 185 Edgewise Panel Meters

Type 185
3 Stack Mounted

Features: Completely shielded case. No spe-
cial calibration required for panel material —
Dust-tight cases — Stack mounting of meters
is possible with all sides of meter case flush —
Optional bezel and mounting bracket for 1- or
3-unit stack — Zero regulator provided in rear
of case.

NOTE: Mounting hardwrare is not included.

Type 185
2 Stack Mounted

Accuracy: DC Meters +2% of full scale. AC
rectitier type +3% (60 Hertz sine wave at
250C),

Overlead: Voltmeter — 50% momentary. 20%
sustained. Ammeter — 900% momentary.
20% sustained.

Scale Data: 53 degrees rotation. Length —
1.785"%

Horizortal Type 185

Type 185
Vertical
Meter with Bezel

Insulation Level: 1800 Vrms Hi-pot.
Response Time:

3 seconds (max.) for microammeters;

2 seconds (max.) tor all other DC ratings; and
2.5 seconds (max.) for AC ratings.
Overshoot: Maximum of 409,

Dimensions: See page 37.

Bezel and Mounting Assembly

washers, speed nuts

Assembly includes — Bezel mounting bracket(s), bolts, nuts,

Type of Mounting Cat. No.
For mounting one meter onby ..., 4149K16GOTTS
For stack mounting three meters ... 4149K16G0TE0

Linksto Y okogawa Webpage: Biglook, Horizon, Stylist, Edgewise, Thin Edgewise
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