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Overload: Voltmeters (AC and DC) - 50%
momentary, 20% sustained. Ammeters

{AC and DC) momentary; 10 times the

rated current for 10 consecutive intervals

of .5 second with a 1 minute interval
between successive applications; sustained:
20% for six hours.

Scale Data: 90 clegree rotation.

How To Order

To order New Big Look panel meters use
the appropriate catalog numbers provided

in the tables. Taut band & AC I/V instruments
have a 250 prefix number. Pivot & Jewel
instruments have a prefix of 254.

Ordering Examples:

1. 2%", 300 V DC Voltmeter, zero left, taut
band - 250 220 RXRX

2. 2%", 300V DC Veltmeter, zero left,
pivot & jewel, 254 style - 254 220 RXRX

3. 2%", 300V AC (Iron Vane), pivot &

jewel - 250244 RYRX

Scale Length:
Size New Big Look
18" 1.40"
Type 250 and 254 %:: ggg
New Big Look :
A% 3.93"
Insulation Level: All meters (except 1%"), 2600 Motes:
Specifications Vrms Hi-pot, 1%7-1500 Vrms Hi-pot.

Accuracy: All DC and AC iron-vane; 2%
of full-scale AC rectifier type; +3% of

full scale fwith 60 Hz sine wawve at 25° C).

When standard 60 Hz iron vane ammeters
are used at the extreme limits of 25 or 400
Hz, additional error fapprox. .75%) may be
experienced. Expanded-scale voltmeters:

+.5% of full scale value.

ANSI Specitication: All meters meet ANSI
Specifications C-39.1

DC Voltmeters

Burden Data: AC ammeter-5 amps, 0.5 va,
Max. 0.5 power-factor lagging @ 60 Hz. AC
voltmeter - unity power factar.

Response Time and Overshoot:
Response time: 3 seconds max.) for 2'%",
3%", 4%" size for microammeters; 2
seconds {max.) for all other DC ratings,
and 2.5 seconds (max) for AC ratings.
Maxirmum of 40% overshoot.

Dimensions: See page 32-33

Pivot & jewel instruments are not available in
14" size.

Severe-duty meters are available to meet CSA,
UL 1437 and IEC 144 requirements. UL/CSA
version, with flame retardant window and
base, is not oftered in 1%". IEC version is

not offered in 1%" and 4'%". To order, add /CSA,
JUL or |IEC after catalog number, or contact
tactory.

For ratings and scales not listed contact
tactory.

| 1% 2% 3% 4’
Size 2
e Type Taut Taut Pivot and Taut Pivot and Taut Pivot and
atin
9 Band Band Jewel Band Jewel Band Jewel
& Scale
1.0 Waltz 280 120 LALA 280 220 LALA 254 220 LALA 250 320 LALA 254 220 LALA 250 420 LALA 264 420 LALA
1.5 Vaolts 280 120 LCLC 280 220 LCLC 254 220 LCLT 250 320 LCLC 254 320 LCLT 250 420 LCLC 264 420 LOLC
3 Violes 280 120 LJL) 280 220 LK) 254 220 LIL) 250 320 LJLY 254 320 LJL) 250 420 L0010 254 420 LJL)
5 Volts 280120 LSLS 280 220 LSLS 254 230 L5LS 250 320 L5LS 254 320 L5LS 250 420 L5LS 264 420 LSLS
& Violtz 280 120 MIMJ 280 220 MM 254 220 MIM 250 320 MR 254 220 MIMY 250 420 MIMI 254 420 MUK
10 Vol 250 120 MTMT 280 220 MTMT 254 220 MTMT 250 320 MTMT 254 320 MTMT 250 420 MTMT 254 420 MTMT
158 Vols 280 120 NDMD 250 220 NDND 254 220 NDND 250 320 NDMD 254 320 NDND 250 420 NDMD 254 420 NDMND
A0 Violts 2580 120 NLML 280 220 NLHL 254 230 NLML 250 320 MLML 254 320 NLML 250 420 MLML 254 420 MLML
A0 Valtz 280 120 NFMP 280 220 NPMNP 250 320 NFMP 250 420 NPNP
S0 Violts 280 120 NTHT 280 220 NTNT 254 220 NTNT 250 320 NTNT 254 320 NTNT 250 420 NTHT 254 420 NTHT
&0 Vialtz 280 120 FDPD 280 220 PDPD 254 220 PDFD 250 320 PDFPD 254 320 PDPD 250 420 PDFD 254 420 PDPD
100 Vil 280 120 PEPK 280 220 PEPK 254 220 PEPK 250 320 PEPK 254 320 PEPK 250 420 PKPK 254 420 PEPK
150 Violts 280120 PZPZ 280 220 PZPZ 254 230 PZPZ 250 320 PZPZ 254 320 PZPZ 250 420 PZPZ 254 420 PZPZ
200 Vialts 280 120 RLRL 280 220 RLRL 254 220 RLRL 250 320 RLRL 254 320 RLRL 250 420 RLRL 254 420 RLRL
250 Valts 280120 RSRS 280 220 RSRS 254 220 RERS 250 320 R&RS 254 220 RSRS 250 420 RSRS 254 420 RSRS
200 Vol 280 120 RXRY 280 220 RXRY 254 220 RXRX 250 320 RXRX 254 320 RXRY 250 420 RERX 254 420 RERX
S0 Volts 280 320 SFSF 284 320 SFSF 250 4200 SFSF 254 420 SFSF
00 Volts 250 320 5)5) 254 320 515) 250 420 5)5) 254 420 50510

DC VOLTMETERS — ZERO-LEFT, RATED 0-1 mA DC, FOR USE WITH EXTERNAL RESISTORS.
RESISTORS NOT INCLUDED (SEE PAGE 29 FOR RESISTORS)

S00 Violts 280 104 FASF 280 204 FASF 254 204 FASF
600 Volts 280 104 FAS) 250 204 FAS) 254 204 FAS) Caa e
TE0 Violts 280 104 FASM 280 204 FASM 254 20d FASM 250 30d FASM

254 304 FASM

250 404 FASM

254 404 FASM
















Linksto Y okogawa Panel Meter Webpage: Biglook, Horizon, Stylist, Edgewise, Thin Edgewise




