=YOKOGAWA 4 Stylist Series

b | Overload: Voltmeters (AC + DC) - 0% Insulation Level: 2600V/1 min.
C AMPERES momentary, 20% sustained. Ammeters (217417
[AC +DC) momentary: 10 times the rated 1500%/1 min. (1'7)
current for 10 consecutive intervals of .5
seconds with 1 minute interval between Response Time:
successive applications; sustained: 20% 3 seconds (Max.) - Microammeters
for six hours, 2 seconds (Max.) - All other DC ratings
Type 260 and 264 2.5 seconds (Max.) - All AC ratings
Stylist Surface Mount Scale Data: Maximum 40% overshoot
Specifications ARC 90% 959, Dimensions: See page 36.
Accuracy: All DC and AC iron vane, +2% Burden Data: AC Ammeter 5 amps @ 60 Hz,
of tullscale, AC rectitier type; 3% of MSFIEER IF'?C?N TAHLE?EW 0.5VA, Max. .5 Power factor lagging, AC volt-
fullscale (60 Hz sinewave). Expanded scale VANE JEWEL meter - unity power factar.
voltmeters +5% of fullscale. Special order
DC with mirror back scale (DC only) 3172 - Notes:
41/2" Available @ £1%, 18" = 1.66" Severe-duty meters are available to meet
a3 215" 2.2g" CSA or UL 1427 requirements in 2%"-4%"
ANSI Specitication: All meters meet ANSI . . . sizes. To order, add /UL or /CSA after catalog
Specifications C-39.1 (See page 14 for 3% 2.70 2.85 number, or contact factory.
exceptions.) 4%" 3.80" 4.01"

Linksto Y okogawa Webpage: Biglook, Horizon, Stylist, Edgewise, Thin Edgewise

Frequency Meters (ror 480v AC input contact factory)

Center Scale 1 1 1 1
Voltage | Frequency | Hertz 1 /& 2 ‘é 3 é 4 /é
FREQUENCY METERS — TAUT BAND OR PIVOT & JEWEL: SELF-CONTAINED
120 &0 45-85 M 280AGAG 2600 3504GAG 261 4508GAG
120 55 45-65 a0 250404) 2600 350404) 26450814
120 &0 5565 2 280AMAN 2601 3504MAN 261 4504MAN
120 400 aB0-420 2 280BKBK 2601 350BKEK 26 450BKEK
20 g0 45-55 20 280GGEG 2600 350GGGEE 260 450GGGE
208 55 45-65 0280616 260350GG) 261 450G0G)
208 &0 5565 2 280GNGH 2601 350GNGH 261 450GHGH
08 400 JB0-420 26 280HKHK 2600 350HKHKE 26 [ 450HEHK
240 g0 45-55 260 280DGDG 2601 3500GDG 260 450DG0G
240 &0 55-65 2600 250DNDN 2600 3500MDN 261 4500NDN
240 400 380-420 2 280EKEK 261 350EKEK 261 450EKEK
240 85 45-65 260 2800000 26003500000 26 4500000

NOTE ON ORDERIMNG: The ranges and catalog numbsrs in this cataksg refer to both surface and window mount pansl meters. To specify your choics, replacs the [ in the cataleg number with sither of
the following: 0 for Surface Mount (Taut Band), 1 for Window Mount (Taut Band), 4 for Surface Mount (Fivot & Jewsl or & for Window Mount Pivot & Jewel).



http://www.yokogawa-usa.com/Product.asp?Param1=28&Param2=33
http://www.yokogawa-usa.com/Product.asp?Param1=185&Param2=33
http://www.yokogawa-usa.com/Product.asp?Param1=185&Param2=33
http://www.yokogawa-usa.com/Product.asp?Param1=26&Param2=33
http://www.yokogawa-usa.com/Product.asp?Param1=25H&Param2=33
http://www.yokogawa-usa.com/Product.asp?Param1=25B&Param2=33

DC Voltmeters

Size
: 1% 2% 3% 4%

Ratin

& Scale
0-50 2601 Z4ECEC 26[] 224ECEC 26[J224ECEC 26424 ECEC
0100 2601 24GBGE 260 Z2AGBGE 26[22GEGE 26424 GRGE
S0-0-50 2601 ZEECEC 26[] 225ECEC 26[J228ECEC 26 425ECEC
100-0-100 2601 ZEGBGE 26[] 225GRGE 26[0225GBGE 26 425GRGE
01 2601 ZOLALA 2601 220LALA 26[J220LALA 26[0420LALA
018 2601 20LCLT 260 200LCLE 26[0220LCLC 260420LCLC
0-2 2601 20LELE 2601 220LELE 261320LELE 2614200 ELE
0-3 2601 20LIL) 2601 220L0L) 26003200 L) 2R14200 L)
05 2601 Z0LELE 261 220L5LS 2602200503 2604200505
010 2601 ZOMTMT 2601 Z20MTMT 260 220MTMT 26420MTMT
015 2601 2ONDND 2601 2Z20NDND 2601320NDMND 261 420MDMD
0-20 2601 2ONGNG 28] Z20NGNG 26[J220NGNG 26 J420NGNG
0-25 2601 2NN 261 Z20MIN) 26[220MN N 26[1420MIN)
0-30 2601 ZOMLNL 2601 Z20MLNL 26[0220MLNL 26 420MLNL
0-40 2601 ZONPIP 2601 2Z20NPNP 261320NPNP 261 420MNPNP
0-50 2601 ZONTHT 261 Z20NTHT 26 220NTNT 26 420NTNT
0-75 2601 20PBPE 26[] 220FBFPE 26[J220FBFE 26 J420FBFE
0-80 2601 ZOFDPD 26[] 220FDPD 26[J220PDFD 26 420PDFD
0100 2601 ZHIPKPK 2601 ZHPKFPK 26 220PKPK 26 J420FPKPK
0-150 2601 20PIPZ 2601 20PIPT 26[1320PZPZ 2R1420PZPT
0-200 2601 ZORLRL 26[] 220RLRL 26 220RLRL 26 J420RLRL
0-250 2601 2ORSRS 261 220RSRS 26[J220RSRS 26 420RSRS
0-300 2601 HIRKRK 28] ZH0RXRX 260 220RHRX 26420 RXAX

] 0-500 2601 205FSF 2601 2205FSF 26013205FSF 2614205FSF

= 0-600 2601 20515) 26 za0s1s) 26[02205)5) 260420515)

] 0-750 2601 ZOSMEM 2601 Z20SMEM 26 2205M3M 264205MSM

. 01000 2601 HISEES e[l zmsses 2602205555 26004205355
5-0-5 2601 21LELS 2601 221L5LS 2601321LSLS 261421L5LS
10-0-10 2601 Z1MTMT 2601 221MTMT 261321IMTMT 261421MTMT
15-0-15 2601 ZINDND 2601 221 NDND 261321NDND 261421NDND
25-0-26 2601 21NN 261 221NN 260321NJN) 260421MINY
S0-0-50 2601 ZINTHT 261 ZZINTNT 26[J22INTNT 264ZINTNT
100-0-100 2601 Z1PKPK 261 221PKFPK 26[J221PKFPK 26 4Z1FPKPK
150-0-150 2601 21FIPL 261 221PIPL 26[0221PZFL 26[421PZPL
3000300 2601 Z1RKRK 2601 221 RXRX 260 221RXRX 2610421 RXRX

] SO0-0-500 2601 215FSF 2601 2215FSF 26[13215FSF 2614215FSF

= E00-0-G00 2601215151 261 221515) 2600321515 26142155
S s 10% 2601 238LYLY 2601338LYLY 2R1438LYLY
12+ 10% 260 Z2BMY MY 261 23BMY MY 261 438MYMY
15+ 10% 2601 Z28NFNF 26[J238NFNF 261438NFNF
28+ 10% 2601 Z28NHNH 26 238NHNH 26 1438MHNH
48+ 10% 26[] 238NSNE 264338NSNE 26438NENS
120 + 10% 26[] 228FFFF 26[J238FFFP 26 438FPPPF
150 + 10% 2601 238PYPY 261338PYPY 2R1438PVPY
00 + 10% 2601 22BRWRW 261 33BRWRW 2R1438RWRW

DC VOLTMETERS — PERCENT DEVIATION +.05% FULL SCALE ACCURACY
12+ 10% 261 221 MY Y 26 22IMY MY 2ELI4ZTIMYMY
28+ 10% 2601 221NHNH 261321NHMH 261421MHNH
120 + 10% 2601 221FFPP 261321PPPP 261421PPPP

NOTE ON ORDERING: The ranges and catalog numbers in this catalog refer to both surface and window mourt panel meters. To specify your choice, replace the O in the catalog num-
ber with gither of the following: 0 for Surface Mount (Taut Band), 1 for Window Mount (Taut Band), 4 for Suface Mount [Pivet & Jewel) or 5 for Window Mount (Pivot & Jewel). (1%" is anly
available in Surface Mount (Taut Band). “Mat BMSI


















